
YOSHIMURA JAPAN CO., LTD.    PRODUCT INSTALLATION INSTRUCTION  MANUAL

SUZUKI BANDIT1250/650 EEC APPROVED SLIP-ON
HEPTA FORCE STAINLESS END / CARBON END

Parts Diagram
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1A6-177-L05C0
1A6-177-L02C0
1A6-177-L08C0
1A6-177-L06C0
1A6-177-L05G0
1A6-177-L02G0
1A6-177-L08G0
1A6-177-L06G0

1A5-177-L000
162-51R-J400
896-016-0835
850-008-3005
118-001-2000

Silencer Assy Stainless Sleeve
Silencer Assy Metal Magic Sleeve
Silencer Assy Titanium Sleeve
Silencer Assy Titanium Blue Sleeve
Silencer Assy Stainless Sleeve
Silencer Assy Metal Magic Sleeve
Silencer Assy Titanium Sleeve
Silencer Assy Titanium Blue Sleeve

Tailpipe
Silencer Band
Silencer Band Rubber
Spacer 8-30-5
Exhaust Spring
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1-A : Stainless End
1-B : Carbon End
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1.  Product Information:
Description

Cyclone Type
Main material
EEC Approved Number

Weight   (STD; 6.4kg)

Stainless Sleeve
Metal Magic Sleeve
Titanium Sleeve
Titanium Blue Sleeve
Stainless Sleeve
Metal Magic Sleeve 
Titanium Sleeve
Titanium Blue Sleeve

: 1A0-177-L05C0
: 1A0-177-L02C0
: 1A0-177-L08C0
: 1A0-177-L06C0
: 1A0-177-L05G0
: 1A0-177-L02G0
: 1A0-177-L08G0
: 1A0-177-L06G0

Suzuki Bandit1250/650 EEC Approved Slip-on 
HEPTA FORCE Stainless End / Carbon End
S177SHFC1
Stainless Steel
e3 1204 9
Stainless End / (SM)&(SS) : 4.0kg, (ST) : 3.8kg
Carbon End / (SM)&(SS) : 4.0kg, (ST) : 3.8kg

Part Number
  (Stainless End)

Part Number
  (Carbon End)

2.  Applicable Model 

Sight From Front

EEC Approval No.

Lot No. 

5

e3 1204 9

EEC Approval No.

Model
Suzuki Bandit1250/S ABS, (GSF1250A/SA), GSX1250FA
Suzuki Bandit650/S / ABS, (GSF650/S/A/SA), 

SD#92 (Pre-installed)
Part No : 138-138-3592

CAUTION
Without SD#92, the EEC Approval 
is not valid.

Product information

Be sure to read the instruction carefully before starting the work. It is necessary to follow the contents to install
Yoshimura product.


