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185-286-5V50
812-110-2216
823-010-1250
860-008B2805

Tailpipe
Washer M10x22
Flange Nut M10 P1.25
Spacer 8-28-5
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KAWASAKI ZX-10R '11- RACING MID PIPE
Be sure to read the instruction carefully before starting the work. It is necessary to follow the contents for installing Yoshimura Slip-On.

Parts Diagram

After installation

Description
Cyclone Type
Main Material

185-286-5V00
STD chamber : 4.4kg
Yoshimura Racing Mid Pipe : 1.1kg

Kawasaki ZX-10R '11- Racing Mid Pipe
KSR286STA
Stainless Steel

Part Number

Weight

ZX-10R '11- RMP R-77J S/O 1/4

Applicable Model

Application

2.  Applicable 

Lot No. 

！
Note and record the weight of silencer assy 
before installation for inner wool maintenance.！

CAUTION
In combination with this Racing Mid Pipe, the 
slip-on EEC Approval is not valid.

When this Racing Mid Pipe is installed, the 
exhaust gas becomes leaner. It requires the 
readjustment of injection setting by Bazzaz 
Z-Fi or similar equipment. If neglected, it may 
cause engine damage.

DANGER
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Kawasaki ZX-10R '11-
Yoshimura EEC Slip-on only : 
< Kawasaki ZX-10R '11- EEC Approval Slip-on R-77J Stainless End / Carbon End >
Part number :   1A0-286-5V/W** 


